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SVM 伺服主軸馬達特性

A.基底頻率以上，高速運轉維持定馬力輸出，有廣域的定功率輸出特性

B.基底頻率以下，低速運轉時保持相當平穩線性的磁場，以維持定轉矩輸出

C.特殊繞線設計及絕緣等級，使驅動器做載波伺服控制時不會破壞線圈絕緣

D.使用高階矽鋼片，馬達在使用範圈內，維持著線性控制的優良伺服特性

E.特殊磁路設計與磁場分析，馬達在使用範圍內不會產生磁場飽和現象大大

   提高馬達的伺服特性及降低因突波電流對馬達及驅動器的損害

F.以先進精密技術為設計規範，伺服馬達有相當高的功率體積比

G.良好的轉動慣量設計，使馬達在鋼性攻牙時，能有高度的響應特性

H.精密定轉子槽形設計，馬達在定位控制時，快速平滑，不會因突波磁場而

   產生跳動情形，以上是變頻馬達所沒有的特性



經典的工藝 • 精銳的演出
Classical process National elite performances

SOL-POWER-ASYNCHRONOUS-SERVO MOTOR
SOL-POWER-SPINDLE MOTOR(IP54)

A.基底頻率以上，高速運轉維持定馬力輸出，有廣域的定功率輸出特性

B.基底頻率以下，低速運轉時保持相當平穩線性的磁場，以維持定轉矩輸出

C.特殊繞線設計及絕緣等級，使驅動器做載波伺服控制時不會破壞線圈絕緣

D.使用高階矽鋼片，馬達在使用範圈內，維持著線性控制的優良伺服特性

E.特殊磁路設計與磁場分析，馬達在使用範圍內不會產生磁場飽和現象大大

   提高馬達的伺服特性及降低因突波電流對馬達及驅動器的損害

F.以先進精密技術為設計規範，伺服馬達有相當高的功率體積比

G.良好的轉動慣量設計，使馬達在鋼性攻牙時，能有高度的響應特性

H.精密定轉子槽形設計，馬達在定位控制時，快速平滑，不會因突波磁場而

   產生跳動情形，以上是變頻馬達所沒有的特性



SVM CONTENTS



SOL-POWER-ASYNCHRONOUS-SERVO MOTOR
SOL-POWER-SPINDLE MOTOR(IP54)

經典的工藝 • 精銳的演出
Classical process National elite performances



SVM

※註：本公司保留針對規格設計的修改權利，如有變更恕不另通知。

The company reserves the right to modify the specifications/design, subject to change without further notice.



SVM-75 SERIES Spindle motor with 4 poles
Rated power output 1.5~3.7kw
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SVM

※註：本公司保留針對規格設計的修改權利，如有變更恕不另通知。

The company reserves the right to modify the specifications/design, subject to change without further notice.



SVM-80SS SERIES Spindle motors with 4 poles
Rated power output 0.4~3.7kw
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SVM

※註：本公司保留針對規格設計的修改權利，如有變更恕不另通知。

The company reserves the right to modify the specifications/design, subject to change without further notice.



SVM-80,90 SERIES Spindle motors with 4 poles
Rated power output 0.4~5.5kw
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SVM

※註：本公司保留針對規格設計的修改權利，如有變更恕不另通知。

The company reserves the right to modify the specifications/design, subject to change without further notice.



SVM-100 SERIES Spindle motors with 4 poles
Rated power output 3.75~15kw
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SVM

※註：本公司保留針對規格設計的修改權利，如有變更恕不另通知。

The company reserves the right to modify the specifications/design, subject to change without further notice.



SVM-132 SERIES Spindle motors with 4 poles
Rated power output 11~37.5kw
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SVM

※註：本公司保留針對規格設計的修改權利，如有變更恕不另通知。

The company reserves the right to modify the specifications/design, subject to change without further notice.



SVM-160 SERIES Spindle motors with 4 poles
Rated power output 30~62kw
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SVM

※註：本公司保留針對規格設計的修改權利，如有變更恕不另通知。

The company reserves the right to modify the specifications/design, subject to change without further notice.



SVM-180 SERIES Spindle motors with 4 poles
Rated power output 37.5~110kw
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SVM

※註：本公司保留針對規格設計的修改權利，如有變更恕不另通知。

The company reserves the right to modify the specifications/design, subject to change without further notice.



SVM-225 SERIES Spindle motors with 4 poles
Rated power output 74~180kw
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Terminal box
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